
Reflective Cracking Testing Notes 

 

Date: April 3, 2015 

 

Project: Reflective Cracking Indoor Phase IV 

 

Weather: 
 6:54 AM  3:54 PM 
Temperature (°F):  57.9  57.0 

Dew Point (°F): 48.9  55.0 
Humidity (%):  72  93 

Visibility (Miles): 10.0  2.5 
Wind (MPH): 13.8 SW  6.9 S 
Conditions: Clear  Light Rain 

 

Working Hours: 7:00 AM – 4:30 PM 

 

Sub-Contractor(s): None 

 

Personnel: SRA, (1) technician 

 

Equipment: Hand tools 

 

Reflective Cracking Testing Notes: 

An SRA engineer stopped the 18 mil test cycle on the South section of the Phase IV test item at 

3526 cycles. The South inner vertical edge crack still measures 2 inches. The South outer vertical 

edge shows no crack. 

 

Subsequent to the completion of the 18 mil formal test, an SRA engineer changed the recipe from 

an 18 mil displacement to a 21 mil displacement at the direction of the Gemini project engineer to 

increase strain levels in an attempt to induce a crack on the South test section. The rest period 

remained at 900 seconds. The 21 mil test cycling began in the afternoon at a cycle count of 3527. 


